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General Information
1.1 DeviceNet Introduction

The CAN (Controller Area Network) is a serial communication protocol,
which efficiently supports distributed real-time control with a very high level of
security. It is an especially suited for networking "intelligent" devices as well as
sensors and actuators within a system or sub-system. In CAN networks, there
IS no addressing of subscribers or stations in the conventional sense, but
instead, prioritized messages are transmitted. DeviceNet is one kind of the
network protocols based on the CAN bus and mainly used for machine control
network, such as textile machinery, printing machines, injection molding
machinery, or packaging machines, etc. DeviceNet is a low level network that
provides connections between simple industrial devices (sensors, actuators)
and higher-level devices (controllers), as shown in Figure 1.1.

1-87124 :
PISO-CAN20 P UsE port
‘ Sl &

™~
I N

Control a. Information Layer

v

I-7241D I-7242D CAN-8124 CAN-8224 CAN-8424

g1 B

i i
Device laver

‘sl S &

Figure 1.1 Example of the DeviceNet network

DeviceNet is a cost effective solution to one kind application of control
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c\area network. It reduces the connection wires between devices and provides
rapid troubleshooting function. The transfer rate can be up to 500Kbps within
100 meters. The transfer distance can be up to 500 meters in 125Kbps (See
Table 1.1). It allows direct peer to peer data exchange between nodes in an
organized and, if necessary, deterministic manner. Master/Slave connection
model can be supported in the same network. Therefore, DeviceNet is able to
facilitate all application communications based on a redefine a connection
scheme. However, DeviceNet connection object strands as the communication
path between multiple endpoints, which are application objects that is needed
to share data.

Baud rate (bit/s) Max. Bus length (m)
500 K 100
250 K 250
125K 500

Table 1.1 The Baud rate and the Bus length

[-7565-DNM can represent an economic solution of DeviceNet application
and be a DeviceNet master device on the DeviceNet network. 1-7565-DNM
supports Group 2 only Server and UCMM functions to communication with
slave devices. It has an independent CAN bus communication port with the
ability to cover a wide range of DeviceNet applications. Besides, 1-7565-DNM
uses the new CAN controller NXP SJA1000T, which provide bus arbitration,
error detection with auto correction and re-transmission function. It can be
installed on almost any windows-based system, for example
WinXP/Win7/Winl10/Linux. It is popularly applied in the industrial automation,
building automation, vehicle, marine, and embedded control network.
Therefore, that is an easy way to develop the DeviceNet network with 1-7565-
DNM.
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1.2 DeviceNet Applications

DeviceNet is the standardized network application layer optimized for
factory automation. It is mainly used in low- and mid-volume automation
systems. Some users have also implemented DeviceNet for machine control
systems. The main DeviceNet application fields include the following
application area (For more information, please refer to www.odva.org):

0 Production cell buidl dds nard wiae £t prORBUT !t i C
0O Beer brewery 0 HVAC modul e product.
0 Equi pment for foodopdaekitmd¢d e machines

0 Fiberglass twist macHlirmevl er automati on s
0 Sponge production @l &aCtDh manugplaatct ur i ng

0 | solation wall manwvf &t i inmg st eel door g
0 Overhead storage bion Bptaoduaantgi ¢m ne

0 P o éiead bakery 0 Tight manufacturing

S\
LU

— LCD Glass Inspection System —

¥e¥S —
\_“ DeviceNet Network ® w USB port @
CAN-2053D S % -

65-DNM

DeviceNet Network CAN-8224

|

Analog

= ‘\ Sensor

Digital

T
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1.3 1-7565-DNM with Vendor@& DeviceNet Slaves

We have communicated with the following DeviceNet slaves.
0 Allen-Bradley PowerFlex series DeviceNet Inverters.

HEKHOFF CX1500-B520 series DeviceNet I/O modules.

HEKHOFF BK5250 series DeviceNet /O modules.
MKS 683 series DeviceNet exhaust throttles.

O« O¢ O«

O«

MKS MFC (Mass Flow Controller) series DeviceNet devices.

0 MKS DELTA-II FRC (Flow Ratio Controller) series DeviceNet devices.
0 MKS DC Power Generator (OPT- xxx) series DeviceNet devices.

0 OMRON DRT1-ID/ODxx series DeviceNet /O modules.

0 OMRON DRT2-MDxx series DeviceNet I/O modules.

0 COSMOS PS-7 series DeviceNet gas detectors.

0 CELERITY UNIT IFC-125 series DeviceNet devices.
0 A lBradley PowerFlex AC Drives / DC Drivers
0 A lBradley PowerFlex AC Drives with DriveLogix

& OMRON DRT2-ID08(-1)/MD16(-1)/OD08(-1)

& OMRON DRT2-ID16(-1)/OD16(-1)

0 OMRON GRT1-DRT

6 OMRON C200HW-DRT21

0 Swagelok MS-VCM-D-6-0, MS-VCM-D-6-2 Digital DeviceNet Valve

0 Swagelok SS-PTX-D-G500-S4-K Digital DeviceNet Pressure-Temperature Transducer
0 Swagelok SS-PTX-D-G500-SM-K Digital DeviceNet Pressure-Temperature Transducer
0 Weidmueller SAI-AU M12 DN 16DI/8DO/AI/AO

0 Weidmueller SAI-AU M12 DN GW

0 ADVANCED ENERGY Apex RF generators and power-delivery

0 SMC ITV series Electro-Pneumatic Regulator

0 SMC Directional Control Valves

0 SICK DMES500 series Distance Sensor

0 MTS Temposonics R-Series Position Sensors

0 PFEIFFER VACUUM HiPace series turbo pumps
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The [-7565-DNM provides users to establish DeviceNet network rapidly by
Master/Slave connection model. The [-7565-DNM is a high-performance
DeviceNet master board with one CPU inside. This architecture of the 1-7565-
DNM al most doesnot c oad reall/Pintreases she uwork e
efficiency on DeviceNet network. Applying the 1-7565-DNM, users donot r
to take care of the detail of the DeviceNet protocol. The inside firmware
implements the DeviceNet protocol to help users to establish the connection
with DeviceNet slave devices easily. The illustration about the idea is shown as
Figure 1.2.

1.4 1-7565-DNM Architecture

-
L ]

PC
Software

PR LU e
.I
SRR R R R

LI B B I B I B I B I N ] LI U B BN B B B BN B BN B )

Inside
I-7565-DNM

LT
Ty e mawnE

( DeviceNet on CAN Network O

Figure 1.2 1-7565-DNM architecture.
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1.5 DeviceNet Master Characteristics

Using the API functions, users donoét needtaltobthet ake c &
DeviceNet protocol. 't can reduce the complexity of
Software. The firmware mainly supports the Predefined Master-Slave
Connection Set and UCMM functions to allow users to merget hi rd partyé®o
DeviceNet devices into the DeviceNet network. It can help users to establish
the connection with DeviceNet slave devices easily. The general application
architecture is demonstrated as Figure 1.3.

USB port
o

=
"
P

I 1-73635

%
&
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. o

DNM 5

Sensor
P =

-
z Sy
L] - ¢
~ P
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CAN-8224 ~aNgqrg4 L7241D
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1I-7242D
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e,
<@
=
g}
7
-3
%

Figure 1.3 Application architecture
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The DeviceNet protocol firmware provides the DeviceNet Master
mechanism to communicate with slave devices by the Predefined Master/Slave
Connection Set and UCMM Connection Set. In the DeviceNet communication
protocol can be clarify as two forms: One is the Explicit Message and others
are 1/0 Messages. Here, we only provide one explicit message connection and
four 1/0O connections as depicted in Figure 1.4.

Explicit Message Connection

Bit Strobe Connection (I/O)

DeviceNet Poll Connection (I/O) DeviceNet
Master Slave
Device Change of State Connection (/O) Device

AAAAANA

Cyclic Connection (I/O)

Figure 1.4 DeviceNet Messaging

The DeviceNet Communication Protocol is based on the concept of
connections method. Master should create connections with slave devices
based on the command of exchanging information and I/O data. To establish
the master control mechanism, there are only four main steps to be followed.
Figure 1.5 demonstrates the basic process for the DeviceNet master
communication. The every step function is described in below:

Add Device Configure Start
[Into firmware Connection Cevice

Figure 1.5 Four steps to establish connection
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i nto

. Add device into firmware
You should provide the slave devicebs MAC | D tfionwaaedby
using API function.
. Configure connection
You can check the slave deviceos
length. When configuring the 1/0O connection, you should provide these
parameters.
. Start Device
After configuring connections, users should start device by using API
function. The master will communicate with the slave device.
. Access /O data
After communicating with slave devices, you can access the I/O data with
corresponding read/write function.

After adding the device into the firmware, the master will wait for the 1/O
configuration information. Then users can create the 1/0O connections in the
next step. Once 1/0O connections have been created and started, I/O data may
be exchanged among devices in the DeviceNet network according to master
device demand. Therefore, the master device can access I/O data of the slave
devices by one of the four I/O connection methods. The API functions are not
only easy to use but also providing a lot of the DeviceNet Master functions to

I/ 0O

c

0

retrieve and deliver the sl avebds |/ O dat a.

functions description and demo programs in section 4.
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1.6 I-7565-DNM Firmware Characteristics

The 1-7565-DNM is a high-performance DeviceNet master module. The
firmware inside the board implements DeviceNet protocol automatically when
the module is active. The firmware always listens to the bus and receives the
message at the same time. It works as shown in Figure 1.6.

Explicit Eit Strobe Poll COoS Cyclic
C onnection Connection Connection Connection Connection

Figure 1.6 Message Router
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The I-7565-DNM f i r mwar e has a f#fAScanlListo
devices information. After power off, the information still exists in the EEPROM.
When the users turn on the PC next time, the A S ¢ a o Will ke toaded from
EEPROM. The users can easily use the DLL functions to configure it, including
adding devices or removing devices. It works as shown in Figure 1.7. There is
more information about the library functions in chapter 4.

ScanlList

o
o N
N

Slave Device Slave Device Slave Device Slave Device Slave Device
ID=51 ID=11 ID=09 ID=39 ID=26

Figure 1.7 ScanList data structure

t

o

S
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1.7 Hardware & Firmware Features
Hardware Features

USB interface connector: USB Type B.

CAN controller: NXP SJA1000T.

Power requirements: USB(5V@200mA).

Power consumption : 1W.

CAN interface connector: 9-pin D-Sub male.
Built-in watchdog timer.

It is powered by USB bus.

4 indicating LED (RUN, NS, MS and Power).

Baud rate of USB is 921.6 Kbps.

Jumper select 120q CANpaii nator resistor
2500Vrms photo-isolation protection on CAN bus.
3000Vrms galvanic DC/DC isolation on CAN side.
Driver supported for WinXP/Win 7 /Win 10/ Win 11.
Linux driver supported.

Environmental:

Operating temp: -25 ~ +75¢

Storage temp: -30 ~ +80€

Humidity: 5% ~ 95% non-condensing
Dimensions: 108mm x 72mm x 33mm (H x W x D)

DeviceNet Firmware Features

Programmable Master MAC ID.

Programmable transfer-rate 125K, 250K, 500K.

Support maximum nodes up to 64

Support Group 2 Only Server functions

Support UCMM functions

Predefined Master-Slave Connection Set

The maximum Fragment number is (Input/Output) up to 64
Support I1/0O Operation Mode: Poll, Bit-Strobe and Change Of
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Support Auto-Scan slave device function.

State/Cyclic

Support on-line adding and removing devices.
Support Auto-Reconnect when the connection is broken.
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1.8 Block Diagram

The figure 1.8 shows the block diagram of the 1-7565-DNM board.
1. USB Driver:
The USB port provides the communication channel between PC and I-
7565-DNM.

2. EEPROM:
The EEPROM stores the configuration information. After restarting the
PC, the configuration data will be loaded form the EEPROM automatically.

3. Control CPU :
The CPU inside implementing the DeviceNet firmware.

4. CAN Controller :

The CAN controller is used for sending and receiving the CAN messages.
There is photo isolation between CAN controller and CAN bus.

Inside I-7565-DNM Board

PN

TUSB .
Driver

r______________

UsB

Conirol
CPU Photo
Isolated

TR

e

Figure 1.8 Block diagram of the I-7565-DNM
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1.9 Packing List

In addition to this manual, the package includes the following items:
[-7565-DNM module

USB Cable

Plastic Rail

Quick Start manual

P 2

>

It is recommended that users should read the quick start manual first.
There shows how to get start quickly. All of the important information
needed will be provided in this manual and website as follows:

A Pin Assignment and description.
A LED indicator description.

Attention !

If any of these items are missing or damaged, please contact your local
field agent. Keep aside the shipping materials and carton in case you want to
ship or store the product in the future.
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Hardware Configuration

This section will describe the hardware settings of the I-7565-DNM. This
information includes the wire connection and terminal resistance configuration
for the CAN network.

2.1 Board Layout

CNI JP4 JP3
Dox

1-7565-DNM Board Layout |

CN2

CAN
Port

USB

JP1

v

Figure2.1  1-7565-DNM Board LAYOUT
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2.2 Jumper Selection
The following table shows the definition of jumpers. Users need to refer to
this table to configure the I-7565-DNM hardware.

Jumper Description Status
JP1 No use. None
TP2
No use.
P2 _ @
(Dond@ change the default setting.)
1p3 No use. TIP3
(Dond@ change the default setting.)
P4 P4
JP4 CAN Port 120 t er mi
a » >
Enable Disable

Table 2.1  Jumper selections
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2.3 Connector Pin Assignment
The 1-7565-DNM is equipped with one 9-pin D-sub male connector for
wire connection of the CAN bus. The conne
as follows:
The 9-pin D-sub male connector of the CAN bus interface is shown in
Figure 2.5 and the corresponding pin assignments are given in Table 2.2.

Male Connector

CANL CAN_H CAN_GND

Figure2.5 9-pin D-sub male connector

Pin No. Signal Description
1 N/A No use
2 CAN L CAN Low
3 CAN_GND CAN Ground
4 N/A No use
5 N/A No use
6 CAN_GND CAN Ground
N/A No use
N/A No use

Table 2.2  Pin assignment of the 9-pin D-sub male connector
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2.4 Wire connection

In order to minimize the reflection effects on the CAN bus line, the CAN
bus line has to be terminated at both ends by two terminal resistances as in the
following figure. According to the ISO 11898-2 spec, each terminal resistance
is 120q (or between 108q-~132q) . The |l engt
70 mq/ m. Users should check the resistanc
install a new CAN network.

Devicel Device2 L DeviceN

| N | N | N
CAN H |§
CAN L

Figure 2.4 CAN bus network topology

|

CAN #1

CAN #2
=F.G

Figure 2.5 CAN bus wire connection without DC power

F'y

CANGND‘J \ V-

1-7565-DNM J_ DeviceNet
=F.G Slave

Figure 2.6 CAN bus wire connection with 24VDC power
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Moreover, to minimize the voltage drop over long distances, the terminal
resistance should be higher than the value defined in the ISO 11898-2. The
following table can be used as a good reference.

Bus Cable Parameters .
Bus Length Terminal
Length Related ;
(meter) g , Cross Section Resistance
Resistance ( )
(Type) q
( mqgq/ m)
0~40 70 0.25(23AWG)~ 124 (0.1%)
0.34mm?(22AWG)
40~300 <60 0.34(22AWG)~ 127 (0.1%)
0.6mm?(20AWG)
300~600 <40 0.5~0.6mm? 150~300
(20AWG)
600~1K <20 0.75~0.8mm? 150~300
(18AWG)

Table 2.4 Rationship between cable characteristics and terminal resistance




2.5 Indicator LED

2.5.1 NS LED (Red)

The [NS] LED means Network Status. It indicates that there are errors on
the bus or there is any slave device's MAC ID collides with the 1-7565-DNM's
MAC ID. There are two situations in [NS] LED.

(1). LED off:
This indicates that there is no error on the bus and about the MAC ID.

(2). LED twinkle (Red) :
This indicates that there are errors on the bus which maybe the
situations as shown below:
(a) The CAN connector doesn't connect to the slave devices.
(b) The power of the slave devices is off.
(c) The MAC ID collision between master and slave devices is occurring.

































































































































































































































































































