
IS-DX420P�Series

The�IS-D;420P�SerLes�are�10G�managed�20-Sort�Ethernet�
swLtch�wLth�uS�to���PoE�IEEE��02.3af/at�PoE�Sorts�featurLng�
a�fan-less/wLde�oSeratLng�temSerature�(-40a75��C��desLgn�
sXSSortLng�XS�to�1�*�7;/F;�Sorts�and�4x�10*�SF3·s.�7hese�
models�are�Serfect�for�uSgradLng�an�exLstLng�network�to�
a�full�GLgabLt�sSeed�Infrastructure�or�access�to�core�la\er�
networks��a�full�GLgabLt�network�Slus�10G�uSlLnks�SrovLdes�
hLgher�throughSut�than�legac\�Fast�Ethernet�network.�The�
swLtches�can�SrovLde�Sower�and�data�dLrectl\�through�a�sLngle�
Ethernet�cable,�whLch�Ls�Ldeal�for�factor\�SroductLon�lLne�or�
embedded�Lnto�machLne�s\stem.�The�IS-D;420P�SerLes�
managed�PoE�swLtches�are�esSecLall\�good�for�BuLldLng�
automatLon,�CCTV,�ITS�and�securLt\/safet\�related�aSSlLcatLons.

Ź �Redundant�Power�InSut�(4�a57�VDC��	�Reverse�Sower�
SrotectLon

Ź SNMP�v1/v2c/v3,�TraS�/�Inform,�RMON
Ź DIN-RaLl�Mount,�Wall�Mount
Ź -40a75�C�oSeratLng�temSerature
Ź IP�30�ProtectLon
Ź 2KV�surge�LmmunLt\�on�RJ45�CoSSer�Sort
Ź 1.5KV�HLSot
Ź Rugged�Fanless�DesLgn�
Ź FaXlt�$larm�NotLÀcatLon�(3ower��3orts�
Ź SuSSort�IPV4/V6

Ź �16/��GLgabLt�RJ45�CoSSer�Sorts�Slus�0/��100/1000�Based�
SFP(S;/L;/LH;��Sorts�Slus�4�10G�Based�SFP+�Sorts

Ź �SuSSort�uS�to���PoE�Sort,�IEEE��02.3af/at�PoE,�15.4/30�
Watt�outSut,�Full�Load

Ź SuSSort�16K�Jumbo�frames
Ź La\er�2�LLne-SSeed�SwLtchLng�FabrLc,�non-blockLng
Ź �Network�redundanc\�LACP,�SSannLng�Tree�Protocol,�STP,�

RSTP,�MSTP
Ź �IEEE��02.1Q�Tag-based�VLAN,�IEEE��02.1ad�Double�

TaggLng�(QLnQ�
Ź �IEEE��02.1;�Port-based�access�control,�RADIUS,�

TACACS+,�SSL,�SSH

.e\�IeDtXres

6SHFLÀFaWLon
EWhHrnHW
OSeratLng�Mode Store�and�Forward,�L2�wLre-sSeed/non-blockLng�swLtchLng�engLne
MAC�addresses 16K
Packet�Buffer 12�MbLts
Jumbo�frame 16K
SwLtchLng�FabrLc�/�Back�Plane 112GbSs
R-4��&oSSHr�SorWs
SSeed 10/100/1000�MbSs
MDI/MDI;�Auto-crossover SuSSort�straLght�or�cross�wLred�cables
Auto-negotLatLon/DuSlex 10/100/1000�MbSs�sSeed�auto-negotLatLon��Full�	�Half�DuSlex
Ethernet�Port�ProtectLon 1.5KV�VRMS�1mLnute�(HLSot�,�2KV�surge�LmmunLt\�on�RJ45�CoSSer�Sorts
PoE IEEE��02.3af/at�(15.4/30�Watt�,�PoE/PoE+
)LbHr�3orWs
Port�T\Ses�suSSorted 100/1000�Base�SFP�Slot,�4x�10G�Base�SFP+�Slot
FLber�Sort�connector /&/R-45�connector�for�Àber�Sorts

OStLmal�Àber�cable 7\SLcal�50�or���.5/1�5�ѥm�for�mXltLmode�(mm�
7\SLcal�8�or��/1�5�ѥm�for�sLngle�mode�(sm�
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Protocols�	�StDndDrds

IEEE�802.3,�IEEE�802.3u,�IEEE�802.3ab,�IEEE�802.3ae,�IEEE�802.3x,�IEEE�802.1D/w/s,�IEEE�802.1Q/p,�IEEE�802.1ad,�IEEE�802.1X,�
IEEE�802.3ad/802.1AX,� IEEE�802.1AB�LLDP,� IEEE�802.3af/at,�IPv4/IPv6,�SNMP�v1/v2c/v3,�DHCP�Server/ClLent,�Relay�OptLon�82,�
TFTP,�Telnet,�Syslog,�Flow�Control,�Back�Pressure,�ICMP,�UPD,�TCP

NetZork�RedundDnc\
SpannLng�Tree�Protocol IEEE�802.1D/1w/1s,�STP/RSTP/MSTP
Port�Trunk�/�LACP StatLc�Trunk�or�LACP�(LLnk�AggregatLon�Control�Protocol�
BrLdge��9LANs��Protocols
Flow�Control IEEE�802.3x�(Full�Duplex��and�Back-Pressure�(Half�Duplex�
VLAN�Table�SL]e 40�4
VLAN�Types IEEE�802.1Q�tag-based�VLAN,�IEEE�802.1ad�Double�TaggLng�(QLnQ�
MultLcast�protocols IGMP�SnoopLng�v1/v2/v3,�IGMP�QuerLer
LLDP IEEE�802.1AB�LLDP
7rDfÀc�mDnDgement�	�QoS
PrLorLty IEEE�802.1p�QoS
Number�of�queues�per�port 8
SchedulLng�schemes SPQ,�WRR
6HFXULt\
Port�SecurLty IEEE�802.1X�AuthentLcatLon�Network�Access�Control�/�RADIUS�/�TACACS+�Server
Storm�ProtectLon <es
MDnDgement

User�Management�Interfaces
CLsco-LLke�CLI�(Command�LLne�Interface�
Web-based�Management
SNMP�v1,�v2c,�v3,�RMON,�Trap�/�Inform,�Telnet

Management�SecurLty
HTTPs,�SSH,�Access�Management
RADIUS�ClLent�for�Management

Upgrade�	�Restore
T)T3�for�&onÀJXratLon�,mSort�/�ExSort��T)T3�for�Àrmware�XSdate
8SB��.��storaJe�for�Àrmware�XSdate��conÀJXratLon�backXS��restore��boot�XS�and�s\sloJ

DLagnostLc Syslog,�Port�MLrror
DHCP ClLent�Mode,�Server�Mode,�Relay�Mode,�OptLon�82
NTP <ES
System�Status DevLce�Lnfo/status��Ethernet�port�status
PoZer
Power�Input Redundant�Power�Input,�Removable�TermLnal�Block
Input�Voltage�Range 48-57�VDC�
Reverse�power�protectLon <ES
Power�ConsumptLon 17�Watt
,ndLcDtors
Power�status�LndLcatLon Power�Input�status
Ethernet�port�LndLcatLon LLnk�	�speed

(nvLronmentDl�Dnd�ComSlLDnces
OperatLng�Temperature -40a75�C�(Cold�startup�at�-40�C�
Storage�Temperature -40a85�C
HumLdLty 5a�5%�(Non-CondensLng�
VLbratLon,�shock,�free�fall IEC-60068-2-6,�-27,�-32
&ertLÀcatLon�&omSlLance CE,�FCC
ElectrLcal�safety CE

EMC FCC�Part�15,�CISPR�22�(EN55022��Class�A
IEC-61000-4-2,�-3,�-4,�-5,�-6,�-8�(Level�3�,�IEC-61000-6-2,�-4

RoHS�	�WEEE RoHS�(Pb�free��and�WEEE�ComplLant
MTBF !100,000�hours
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MechDnLcDl
ProtectLon IP30
DLmensLon 145mm�x��3mm�x�118mm�(LxWxD�
WeLght 1.2�kg
InstallatLon DIN-RaLl�Mount,�Wall�mount
Relay�Output 1A,�24VDC

DLmensLon�DLDgrDm

OrderLng�,nformDtLon

AvaLlable�Models DescrLptLon 10/100/1000Mb�
TX

100/1000Mb�
FX

1G/10G�
FX

IS-DX420P-4XG-8
IndustrLal�20�port�GLgabLt�Layer�2�Managed�
PoE�SwLtch,�4x�10G�SFP+�Slot,�8�PoE,�
-40a75�C

16�(8�PoE� 0 4

AccessorLes
1.� 100�Mb�SFP�Modules
2.� GLgabLt�SFP�Modules
3.� 10�GLgabLt�SFP+�Modules
4.� IS-RK2U�1�µ�rack�mountLng�kLt
5.� IS-RK4U�1�µ�rack�mountLng�kLt

PDckDge�ChecklLst
�� IS-DX420P�SwLtch
�� QuLck�InstallatLon�GuLde�(PrLnted�
�� DocumentatLon�	�Software�CD
�� RS232�Console�Cable
�� RJ45�/�SFP�Cap�/�Wall�Mount�kLt�DIN-RaLl�kLt

TBD
TBD
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